
20 cm

S.Line Pro 

 • Double-side airflow discharge, enhanced fan blade shape & lateral 
panel outlet design to improve:

- Heat exchange efficiency
- Air discharge
- Low airflow velocity for silent and quietness
- Ideal for tight spaces, only 20 cm from back wall installation

 • Full Inverter technology inside, for the best swimming experience 
by keeping the water temperature stable

 • Intelligent control system sharply adjusting the perfect balance 
between heating comfort & energy savings

 • Suitable for temperatures as low as -10°C

 • Built-in with titanium heat exchanger, compatible with all kinds of 
water treatments (salt chlorinators, UV, chemical products...) and 

highly durable
 • Keep the control near the heat pump thanks to the Bluetooth® con-

trol (standard) or wherever you are with Wi-Fi control (optional)
 • Up to 30% energy savings in regulation mode
 • Super silent & highly efficient during operation
 • Silent mode integrated to keep out of your mind your heat pump 

when you want or at night
 • Simple to use and  connected user interface
 • Self-adaptive defrost system to optimize defrost cycles

 • Reversible mode by cycle inversion to provide the best experience 
when temperatures are at the highest by decreasing the water 
temperature to a comfortable level

 • Sustainable thanks to durable and high-quality selected materials

 • Ready to install package, our heat pumps are delivered with a 

winter cover, an anti-vibration pads kit, a condensate drain kit and 

a user manual
 • Anti-corrosion and anti-UV strong metal case with metallic finished 
paint

ELEGANT AND DISCRET, IN HARMONY  
WITH YOUR OUTDOOR ENVIRONMENT

YEARS OF WARRANTY
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Wall mount kit - 20m (optional)
HWX29400144.

Intuitive LCD user 
interface. Intuitive and 
highly informative user 
interface.

Exclusive design to 
improve air flow discharge 
and quietness.

Full inverter Reversible Lateral Works up to 
-10°C

Digital display R32 Bluetooth® Silent mode Automatic
defrosting

For inground 
pool

MODULE WI-FI SMARTBOX 
OPTIONAL
BLUETOOTH® INCLUDED!
Download the EyesPool Connect app and 
connect your heat pump to a smartphone, 
tablet or PC to view the main informations and 
change the temperature, operating times and 
operating mode parameters in real time.  
Code: HW26100050

R32 REFRIGERANT
Higher performance
• Reduces greenhouse gas emissions by 2/3
• 10% less fluid compare to R410A
• Easy to use and to recycle
• No impact on the ozone layer

SCAN MEWatch the video

Hayward inverter range presentation:

TUTORIAL

HOW TO CONNECT 
MY HEAT PUMP?

Wi-Fi module 
optional
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S.Line Pro 
YEARS OF WARRANTY
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S.LINE PRO 

Description Unit HP5081DT3LV HP5111DT3LV HP5151DT3LV

Power supply  - 
220 - 240 V 
/ 1 ph

Frequency Hz 50

Refrigerant fluid  - R32

Global warming potential GWP 675

Mass of refrigerant kg 0.45 0.50 0.65

Carbon dioxide equivalence (1) tCO2eq 0.30 0.34 0.44

Heating capacity range 
Air 27°C - Hr(²) 78% - Water 26°C

kW 2.83 - 8.16 1.95 - 10.90 5.27 - 15.66

Electrical power input kW 0.21 - 1.19 0.15 - 1.92 0.46 - 2.80

Input current A 1.41 - 5.20 1.05 - 8.49 2.04 - 12.28

Coefficient of performance COP 13.30 - 6.81 12.92 - 5.67 11.53 - 5.59

Heating capacity range 
Air 15°C - Hr(²) 71% - Water 26°C

kW 1.77 - 5.91 1.86 - 8.40 3.81 - 11.67

Electrical power input kW 0.31 - 1.28 0.30 - 1.83 0.59 - 2.71

Input current A 1.36 - 5.55 1.94 - 8.13 2.60 - 11.87

Coefficient of performance COP 5.70 - 4.62 6.20 - 4.59 6.48 - 4.31

Nominal water flow m³/h 3.50 4.60 6.70

Hydraulic head loss (max) kPa 8.00 5.00 10.00

Hydraulic connection (included) mm 50

Sound pressure level @1 m 
(min. - max.)

dB(A) 32 - 45 34 - 49 40 - 54

Sound pressure level @10 m 
(min. - max.)

dB(A) 15 - 28  13 - 31 23 - 37

Circuit breaker
type C

A 10 12 16

Cable size (up to 25 m) type 3G2.5

Type of compressor brand Mitsubishi

Fan speed range rpm 500 - 800 500 - 900 500 - 750

Silent mode  - Yes

Fan speed (Silent mode) rpm 500

Reversible heat pump  - Yes

Defrost mode  - By reverse cycle

Heating priority function  - Yes

User interface  - LCD 3,5″
Winter cover (included) reference HWX84400198 HWX84400199

L x W x H (³) mm 1011 x 430 x 622 1025 x 480 x 768

Weight kg 61 87

Recommended pool volume (4) m³ ≤ 33 ≤ 44 ≤ 63

Barcode EAN 13 3660149613782 3660149613799 3660149613805

(1) Carbon dioxide equivalence (expressed per tonne of CO2 equivalent) is a quantity that describes, for a given mixture and amount of greenhouse gas, the amount of CO2 that would 
have the same global warming potential (GWP), when measured over a specified timescale (generally, 100 years).
(2) Humidity.
(3) Net dimensions of the entire unit.
(4) For pools equipped with a heat retention cover during use from May to September.
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